
Trans Pro+
• Quick and efficient ATF exchange
• Dipstick AND Cooler Line modes
• Extend transmission life
• Increase transmission 

efficiency

Additional Benefits:
• Dipstick service requires no 

adapters or tools
• Comprehensive and modular adapters 

for most cooler lines
• Service volume adjustment in 

1 quart increments (6 to 32)
• Adjust final fluid levels by 

.1 quart increments
• Built in service counter provides 

revenue control

Trans Pro+

Visit www.aecgroup.net for more 
information and videos



Trans Pro+

Features:
• Rugged, heavy-duty industrial composite 

construction with ergonomically correct 
working height

• Delrin (non-heat conductive) quick disconnects 
and wand assembly

• High flow rate pump
• Fast, easy, and clean to use
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Specifications:
• One (1) waste reservoir – approx 8.75 U.S. gallon
• Four (4) service modes:

• Dipstick
• Cooler
• Manual Service

• Drain Waste Tank
• Two dipstick tube assemblies – 42” and 75”
• Power requirement: 12 VDC
• Auto sensing directional valve (cooler line mode)
• 8” rigid rear wheels
• 3.5” swivel casters with brakes
• One (1) year limited warranty

Weight / Dimensions:
Weight (uncrated): 99 lbs (45 kgs) 
Dimensions: 44” (111 cm) high

24” (61 cm) deep
18” (46 cm) wide

Trans Pro+
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